EXISTING ROOF

NEW ROOF

NEW MEMBRANE ROOFING SYSTEM:
• MECHANICALLY FASTENED SINGLE PLY ROOFING MEMBRANE
• R-30 CONTINUOUS RIGID INSULATION TAPERED TO DRAIN 1/4":12" MIN
• SELF-ADHERED AIR/VAPOR BARRIER (AIR BARRIER)
• METAL DECKING (SEE STRUCTURAL)

STANDING SEAM METAL ROOF ASSEMBLY:
• 2" SPECIFIED PREFINISHED STANDING SEAM METAL ROOF;
• DOUBLE LAYER OF NUMBER 30 ROOFING FELT OR EQUAL;
• R-30 CONTINUOUS RIGID INSULATION
• 1.5" STEEL DECKING (SEE STRUCTURAL)
• STEEL STRUCTURE

PROJECT: 21002283.01
ALLIED HEALTH ADDITION AND REMODEL

ROOF PLANS

SCALE: 1/8" = 1'-0"
<table>
<thead>
<tr>
<th>NO.</th>
<th>DESCRIPTION</th>
<th>DATE</th>
</tr>
</thead>
<tbody>
<tr>
<td>500</td>
<td>1. <strong>Paint</strong> Draw Downs are required and to be approved.</td>
<td>10/05/22</td>
</tr>
<tr>
<td>501</td>
<td>2. Provide transition strips at all change of flooring by the architect.</td>
<td>10/05/22</td>
</tr>
<tr>
<td>502</td>
<td>3. <strong>Paint</strong> all walls main paint U.O.N.</td>
<td>10/05/22</td>
</tr>
<tr>
<td>503</td>
<td>4. <strong>Paint</strong> all exposed columns, beams, misc. types, if required; Schluter or equal. Architect to color match.</td>
<td>10/05/22</td>
</tr>
<tr>
<td>504</td>
<td>5. Solid <strong>Surface</strong> countertops w/ backs and metals/utilities, and ceilings.</td>
<td>10/05/22</td>
</tr>
<tr>
<td>505</td>
<td>6. <strong>Sheet</strong> Vinyl to have 4&quot; typical rubber wall base, no interior elevations. Side splashes at all wet/sink locations. Refer to 5. <strong>Solid</strong> Surface countertops w/ back and metals/utilities, and ceilings.</td>
<td>10/05/22</td>
</tr>
</tbody>
</table>

**PRODUCT/STYLE:**
- Corner Guard 2 (180 Degrees/U Shape)
- Sheet Vinyl (Dental/Surgeon Tech/Science Lab)
- Luxury Vinyl Tile (Accent)
- Luxury Vinyl Tile (Corridor/Alcoves)
- Luxury Vinyl Tile (Nursing/Simulation Labs)
- Corner Guard 1 (90 Degrees)
- Paint 8 (Ceiling Soffits)
- Paint 3 (Accent Wall Paint Coordinate w/ Wall Protection)
- Paint 2 (Accent Wall Paint Offices)
- Paint 1 (Main Paint)
- Luxury Vinyl Tile (Corridor/Commons/Storage/Work/Alcoves)
- Solid Surface 3 (Classroom Countertops & Splash Eves)
- Wall Protection 1 (Nursing Headwalls)
- Paint 7 (Wall Paint Match Existing @ hallway construction area)
- Trim, Door, & Vision Lite Paint
- Paint 5 (Accent Wall Paint Misc.)
- Paint 4 (Accent Wall Paint Classrooms)
- Paint 6 (Wall Protection 1 (Nursing Headwalls))
- Plastic Laminate (Countertops)
- Plastic Laminate (Cabinets)
- Single Roller Shades (Powered)
- Single Roller Shades (Manual)
- Carpet Tile (Office Suite/Reception/Work/Storage)
- Carpet Tile (Offices/Conf.)
- Walk Off Carpet Tile (Vestibules)
- **Finish Notes**
  - All **furniture** and **hanging** items to be approved.
  - **Paint** all **walls** and **ceilings**.
  - **Solid** Surface countertops to be color matched.
  - **Wall Protection** to be color matched.
  - **Plastic** Laminate countertops.
  - **Corner Guards** to be color matched.
  - **Hardware/Valance** to be color matched.
  - **Fabric** to be color matched.
  - **Hardware/Valance** to be color matched.
  - **Flooring** to be color matched.
  - **Trim** to be color matched.
  - **Hardware/Valance** to be color matched.

**MANUFACTURER:**
- Scranton
- Hiny Hiders, Floor Mounted Overhead Braced
- Color: Class A, NFPA 286, Orange Peel Texture, Black
- Size: 62" High Panels, 9" Toe Clearance, 84" Overhead Brace Board (match laminate wood tone - TBD by Arch.)
- Mount each set of hooks at 4' above finished floor.
- Provide (2) sets of (5) coat hooks mounted on wood.
- Provide (2) coat hooks behind office doors.
- Model 842.01.909 Single Robe Hook, Anodized Aluminum
- Hafele
- Finish/Height/Wing: Stainless Steel, 4'-0" High, 1.5" Wing
- InPro
- **Stainless Steel, 4'-0" High, 1.5" Wing**
- Interface
- Color: A01818 Slate
- Level Set Collection - Stargazing, Aries 50cm x 50cm
- **Finish Notes**
  - All **furniture** and **hanging** items to be approved.
  - **Paint** all **walls** and **ceilings**.
  - **Solid** Surface countertops to be color matched.
  - **Wall Protection** to be color matched.
  - **Plastic** Laminate countertops.
  - **Corner Guards** to be color matched.
  - **Hardware/Valance** to be color matched.
  - **Fabric** to be color matched.
  - **Hardware/Valance** to be color matched.
  - **Flooring** to be color matched.
  - **Trim** to be color matched.
  - **Hardware/Valance** to be color matched.
  - **Flooring** to be color matched.
TYP. SOUTH DETAIL AT COLUMNS

LOWER AND UPPER LEVELS RUNNING EAST-WEST

1. ABUSE RESISTANT TYPE 'X' GYPSUM BOARD 8'-0" AFF

2. ALL OUTSIDE CORNERS AT CMU WALLS TO HAVE BULLNOSE UNLESS OTHERWISE NOTED.

THICKNESS INSUL.

METAL STUD FRAMING AT 16" EACH SIDE

(1) LAYER OF 5/8" GYPSUM BOARD OF DECK ABOVE STRUCTURE / UNDERSIDE

(2) LAYER OF 5/8" GYPSUM BOARD OF DECK ABOVE STRUCTURE / UNDERSIDE

TYPE 'X' ONE SIDE

(1) LAYER OF 1" BY 2' WIDE GYPSUM BOARD OF DECK ABOVE STRUCTURE / UNDERSIDE

NEW OR EXISTING WALL ASSEMBLY TO EXCEED 8'-0" O.C.

BRACE FRAMING TO SUBSTRATE NOT SPACED 24" O.C. MAX.

2" CONTINUOUS RIGID INSULATION

5/8" GYP. BD. ON VAPOR BARRIER ON 5/8" EXTERIOR STUDS @ 16"

VINYL BASE @ GYP. BD.

11.1 1 1" = 1'-0"

PROJECT: SCOTT COMMUNITY COLLEGE -BELMONT CAMPUS

ADDRESS: 500 BELMONT ROAD

BETTENDORF, IA 52722

REMODEL

52722-2283.01

21002283.01

02-01-2013

STUDIO 483 ARCHITECTS

124 Arts Alley

STUDIO 483 ARCHITECTS

201 W. 2nd Street, Suite 608

309.786.9910

A5.00

WALL TYPES AND DETAILS

SCALE: 1-1/2" = 1'-0"

KEY NOTE

N/A

SCALE: 1-1/2" = 1'-0"

PLAN SECTION

SECTION

SECTION

SECTION

SECTION

SECTION

SECTION

SECTION

SECTION

SECTION

SECTION

SECTION

SECTION

SECTION

SECTION

SECTION

SECTION

SECTION

SECTION

SECTION

SECTION

SECTION

SECTION

SECTION

SECTION

SECTION

SECTION

SECTION

SECTION

SECTION

SECTION

SECTION

SECTION

SECTION

SECTION

SECTION

SECTION

SECTION

SECTION

SECTION

SECTION

SECTION

SECTION

SECTION

SECTION

SECTION

SECTION

SECTION
<table>
<thead>
<tr>
<th>MARK FAMILY</th>
<th>TYPE</th>
<th>WIDTH</th>
<th>HEIGHT</th>
<th>THICKNESS</th>
<th>FIRE RATING</th>
<th>FUNCTION</th>
<th>HARDWARE</th>
<th>COMMENTS</th>
</tr>
</thead>
<tbody>
<tr>
<td>101C</td>
<td>DOOR-PASSAGE-SINGLE-VISION LITE B</td>
<td>36&quot;</td>
<td>84&quot;</td>
<td>0' - 1 3/4&quot;</td>
<td>HM B ALLIED WING LOWER LEVEL</td>
<td>27.0 STOR.</td>
<td></td>
<td></td>
</tr>
<tr>
<td>111B</td>
<td>DOOR-PASSAGE-SINGLE-VISION LITE B</td>
<td>36&quot;</td>
<td>84&quot;</td>
<td>0' - 1 3/4&quot;</td>
<td>HM B ALLIED WING MID LEVEL</td>
<td>23.0 CLASSROOM</td>
<td></td>
<td></td>
</tr>
<tr>
<td>122A</td>
<td>DOOR-PASSAGE-SINGLE FLUSH A</td>
<td>48&quot;</td>
<td>84&quot;</td>
<td>0' - 1 3/4&quot;</td>
<td>HM A ALLIED WING MID LEVEL</td>
<td>34.0 STOR. ARMOR PLATE</td>
<td></td>
<td></td>
</tr>
<tr>
<td>122B</td>
<td>DOOR-PASSAGE-SINGLE FLUSH A</td>
<td>48&quot;</td>
<td>84&quot;</td>
<td>0' - 1 3/4&quot;</td>
<td>HM A ALLIED WING MID LEVEL</td>
<td>32.0 STOR. ARMOR PLATE</td>
<td></td>
<td></td>
</tr>
<tr>
<td>123A</td>
<td>DOOR-PASSAGE-SINGLE FLUSH A</td>
<td>36&quot;</td>
<td>84&quot;</td>
<td>0' - 1 3/4&quot;</td>
<td>HM A ALLIED WING MID LEVEL</td>
<td>29.0 STOR. ARMOR PLATE</td>
<td></td>
<td></td>
</tr>
<tr>
<td>124</td>
<td>DOOR-PASSAGE-SINGLE FLUSH A</td>
<td>36&quot;</td>
<td>84&quot;</td>
<td>0' - 1 3/4&quot;</td>
<td>HM A ALLIED WING MID LEVEL</td>
<td>28.0 STOR. ARMOR PLATE</td>
<td></td>
<td></td>
</tr>
<tr>
<td>125</td>
<td>DOOR-PASSAGE-SINGLE FLUSH A</td>
<td>36&quot;</td>
<td>84&quot;</td>
<td>0' - 1 3/4&quot;</td>
<td>HM A ALLIED WING MID LEVEL</td>
<td>27.0 STOR. ARMOR PLATE</td>
<td></td>
<td></td>
</tr>
<tr>
<td>126</td>
<td>DOOR-PASSAGE-SINGLE FLUSH A</td>
<td>36&quot;</td>
<td>84&quot;</td>
<td>0' - 1 3/4&quot;</td>
<td>HM A ALLIED WING MID LEVEL</td>
<td>26.0 STOR. ARMOR PLATE</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

*DOOR AND FRAME NOTES*
1. **ALL GLAZING WITHIN THE OPENING - REFER TO NOTE 6.**
2. **ANODIZED. WITH THE ASSEMBLY.**
3. **BRONZE ALUMINUM OR SIMILAR.**
4. **DOOR HARDWARE SUPPLIED TO MEET ASTM E119.**
5. **CORRIDOR WALLS ARE 1-HOUR FIRE RATED AND A 2-HOUR 4." UNLESS OTHERWISE NOTED OR ON THE EXTERIOR OF THE DOOR AND FRAME.**
6. **REFER TO INTERIOR ELEVATIONS FOR BORROWED LITE LOCATIONS AND DIMENSIONS.**
7. **5. REFER TO INTERIOR ELEVATIONS FOR BORROWED LITE WITH THE ASSEMBLY.**
8. **OTHER BORROWED LITES ARE 45 MIN. FIRE RATED GLAZING IN FRAME, AND GLAZING ASSEMBLY TO MEET ASTM E119 WITH FRAME.**
9. **DOOR HARDWARE SUPPLIED TO MEET ASTM E119.**
PROVIDE SELF-ADHERING SHEET WATERPROOFING AT ELEVATOR PIT FOUNDATION WALL & FOOTING (SEE STRUCT. DWGS.).

PROVIDE GALVANIZED STEEL PIT LADDER:
(2) 1/2" x 2" x 8'-4" BARS (RADIUS EDGES)
3/4" DIA. STEEL RUNGS.
SECURE LADDER WITH 1/2" x 2" BENT STEEL (4" x 7") WITH 1/2" DIA. ANCHOR BOLTS. VERIFY LOCATION WITH ELEVATOR MANUFACTURER.