KEYNOTES:

1. OUTSIDE SERVING ALL FURNACES THAT PROVIDE SPACE HEATING/COOLING FOR THE SCOPE OF WORK AREA SHALL HAVE THE FOLLOWING MODIFICATIONS.

- NO ADJUSTMENTS TO BE MADE TO FURNACES THAT SERVE ZONES OUTSIDE THE PROJECT SCOPE INDICATED ON THE VENTILATION DRAWINGS.

- LOCK OUTSIDE ARE DAMPER LINKAGE IN THE CLOSED POSITION SUCH THAT THEY NO LONGER FUNCTION. DESIGN INTENT IS TO REMOVE ALL OUTSIDE AIR PASSING THROUGH THE FURNACE COIL, ALL ZONES SERVED BY THE INDIVIDUAL FURNACES SHALL NOW HAVE VENTILATION PROVIDED BY ADJACENT DOAS -1 AND DOAS -2.

- CONFIRM EACH RETURN AIR DAMPER IS 100% OPEN ONCE OUTDOOR AIR WORK NOTED BELOW IS COMPLETE, BASED ON INTERIOR LINKAGE SYSTEM CONNECTED TO EACH FURNACE OUTSIDE AIR.

2. BID SET 07.13.22

3. ADDENDUM #1 07.27.22

4. ADDENDUM #2 08.01.22

PROJECT:

21002283.01 ALLIED HEALTH ADDITION AND REMODEL

2 ADDENDUM #1 07.27.22

3 ADDENDUM #2 08.01.22

P202 ALLIED WING ROOF - PLUMBING
ENLARGED WOMEN & MEN RESTROOM
PLUMBING MATERIAL LIST

FCO-1 FLOOR CLEANOUT - ADJUSTABLE, CAST IRON HOUSING, ANCHOR FLANGE

HB-1 HOSE BIBB - FOR INDOOR USE, BRASS CONSTRUCTION, STANDARD FINISH,
ARCHITECTURAL HEADWALL DETAIL.

UNIT SHALL BE AS 1070 LISTED AND APPROVED. VALVE SHALL COMPLY WITH
2005 AND ASME/ANSI STANDARD A112.18.1M. FAUCET SHALL COMPLY WITH
MOUNT CONTROLS IN WATERPROOF VANDAL-RESISTANT ENCLOSURE BELOW
CONTRACTOR.

PROVIDED BY PLUMBING CONTRACTOR AND INSTALLED BY PLUMBING
DRAWINGS.

MOUNT CONTROLS IN WATERPROOF VANDAL-RESISTANT ENCLOSURE BELOW
CONTRACTOR.

ELECTRICAL REQUIREMENTS - 1/5 HP MOTOR, 120V-1 PHASE, CORD AND PLUG,
ORIFICE SHALL BE AT 36" (MAXIMUM) ABOVE FINISHED FLOOR ON LOWER UNIT
UNIT SHALL PROVIDE 8.0 GPH OF WATER FROM 80°F TO 50°F AT 90°F AMBIENT.

LINES.

CHROME-PLATED FINISH, SINGLE WING HANDLES, 1/4 TURN CERAMIC DISC
CAP ON ALL EDGES.

MOUNT LAVATORY WITH SUPPORT CARRIER BOLTED SECURELY TO FLOOR. TOP
HIGH CONTOURED BACKSPLASH, SINGLE FAUCET HOLE, DRILLED FOR
AMERICAN STANDARD
MIFAB (MI-GARD (FD-100), MIFAB (F1100), SUN
MIFAB (MI-GARD)
MIFAB (0356.421), KOHLER (K-2007),
INDUSTRIES (MC), WILLIAMS
MOEN (M-POWER CA8301)
PLUMBEREX (PRO-EXTREME)
BROCAR
OUTLET MEDICAL GAS SERVICE OUTLET - RECESSED QUICK CONNECT TYPE WALL
SK-4 SINK - SELF-RIMMING SINGLE COMPARTMENT WITH FAUCET DECK AND
AS REQUIRED.

ALL COMPONENTS SHALL COMPLY WITH FEDERAL ACTS.  EYEWASH SHALL
AS REQUIRED.

MAXIMUM FLOW TO BE 2.2 GPM IN COMPLIANCE WITH ENERGY POLICY ACT OF
STAINLESS STEEL BASKET STRAINERS WITH NEOPRENE STOPPERS.
INSULATION KIT - PRE-MANUFACTURED FOR P-TRAP, STOP VALVES, AND SUPPLY
PIPE FLANGE(S), 2" VENT PIPE FLANGE, CONTROL AND POWER CORDS,
ACCESSORIES - SUPPORT CARRIER WITH TOP AND BOTTOM BEARING PLATES.
ACTION, WATER SAVING, 3/4" TOP SPUD, 2" OUTLET, ELONGATED RIM AND
RANGE ADJUSTMENT SCREW, CHLORAMINE RESISTANT MATERIALS, CHROME
SEAT - WHITE, EXTRA HEAVY, OPEN FRONT, INJECTION MOLDED SOLID
VOLTAGE WIRING, TRANSFORMER CAPABLE OF OPERATING UP TO 10 UNITS, LOW
GREASE-LUBRICATED SLEEVE OR BALL BEARINGS, CARBON AND CERAMIC SEAL.
INSTALLATION, RATED FOR 1-11 FIXTURE UNITS.

EMERGENCY MIXING VALVE - THERMOSTATIC MIXING VALVE FOR EMERGENCY
SEAT SHALL BE AT 16"-17" ABOVE FINISHED FLOOR (VERIFY EXACT MOUNTING
POSITION).  SCREWDRIVER STOP-CHECK VALVE WITH VANDAL RESISTANT CAP, HIGH BACK
PRESSURE SIPHON JET, HIGH EFFICIENCY RATED FOR 1.28 GPF, ELONGATED BOWL, 1-1/2"
DISCHARGE PIPE FLANGE.

ACCESSORIES - WATER CLOSET SUPPORT CARRIER RATED FOR 500 LBS.
BASIN - FIBERGLASS CONSTRUCTION, 24" DIAMETER x 36" DEEP, ANCHOR
FLANGE, CAST IRON OR STEEL PERFORATED COVER WITH OPENINGS FOR PUMP
BASE LUBRICANT.  PDI CERTIFIED, A.S.S.E. 1010 APPROVED FOR SEALED WALL
ELECTRICAL REQUIREMENTS - 120VAC INPUT

PISTON TYPE, PRE-CHARGED WITH 60 PSIG AIR,
WHAM (WP5-100), JOSAM (75000-S)
ENGLISH TISSUE BASKET STRAINERS WITH NEOPRENE STOPPERS.
INSULATION KIT - MCGUIRE
INSULATION KIT - PRE-MANUFACTURED FOR P-TRAP, STOP VALVES, AND SUPPLY
PIPE FLANGE(S), 2" VENT PIPE FLANGE, CONTROL AND POWER CORDS,
ACCESSORIES - SUPPORT CARRIER WITH TOP AND BOTTOM BEARING PLATES.
ACTION, WATER SAVING, 3/4" TOP SPUD, 2" OUTLET, ELONGATED RIM AND
RANGE ADJUSTMENT SCREW, CHLORAMINE RESISTANT MATERIALS, CHROME
SEAT - WHITE, EXTRA HEAVY, OPEN FRONT, INJECTION MOLDED SOLID
VOLTAGE WIRING, TRANSFORMER CAPABLE OF OPERATING UP TO 10 UNITS, LOW
GREASE-LUBRICATED SLEEVE OR BALL BEARINGS, CARBON AND CERAMIC SEAL.
INSTALLATION, RATED FOR 1-11 FIXTURE UNITS.

EMERGENCY MIXING VALVE - THERMOSTATIC MIXING VALVE FOR EMERGENCY
SEAT SHALL BE AT 16"-17" ABOVE FINISHED FLOOR (VERIFY EXACT MOUNTING
POSITION).  SCREWDRIVER STOP-CHECK VALVE WITH VANDAL RESISTANT CAP, HIGH BACK
PRESSURE SIPHON JET, HIGH EFFICIENCY RATED FOR 1.28 GPF, ELONGATED BOWL, 1-1/2"
DISCHARGE PIPE FLANGE.

ACCESSORIES - WATER CLOSET SUPPORT CARRIER RATED FOR 500 LBS.
BASIN - FIBERGLASS CONSTRUCTION, 24" DIAMETER x 36" DEEP, ANCHOR
FLANGE, CAST IRON OR STEEL PERFORATED COVER WITH OPENINGS FOR PUMP
BASE LUBRICANT.  PDI CERTIFIED, A.S.S.E. 1010 APPROVED FOR SEALED WALL
ELECTRICAL REQUIREMENTS - 120VAC INPUT

PISTON TYPE, PRE-CHARGED WITH 60 PSIG AIR,
WHAM (WP5-100), JOSAM (75000-S)
ENGLISH TISSUE BASKET STRAINERS WITH NEOPRENE STOPPERS.
INSULATION KIT - MCGUIRE
INSULATION KIT - PRE-MANUFACTURED FOR P-TRAP, STOP VALVES, AND SUPPLY
PIPE FLANGE(S), 2" VENT PIPE FLANGE, CONTROL AND POWER CORDS,
ACCESSORIES - SUPPORT CARRIER WITH TOP AND BOTTOM BEARING PLATES.
ACTION, WATER SAVING, 3/4" TOP SPUD, 2" OUTLET, ELONGATED RIM AND
RANGE ADJUSTMENT SCREW, CHLORAMINE RESISTANT MATERIALS, CHROME
SEAT - WHITE, EXTRA HEAVY, OPEN FRONT, INJECTION MOLDED SOLID
VOLTAGE WIRING, TRANSFORMER CAPABLE OF OPERATING UP TO 10 UNITS, LOW
GREASE-LUBRICATED SLEEVE OR BALL BEARINGS, CARBON AND CERAMIC SEAL.
INSTALLATION, RATED FOR 1-11 FIXTURE UNITS.

EMERGENCY MIXING VALVE - THERMOSTATIC MIXING VALVE FOR EMERGENCY
SEAT SHALL BE AT 16"-17" ABOVE FINISHED FLOOR (VERIFY EXACT MOUNTING
POSITION).  SCREWDRIVER STOP-CHECK VALVE WITH VANDAL RESISTANT CAP, HIGH BACK
PRESSURE SIPHON JET, HIGH EFFICIENCY RATED FOR 1.28 GPF, ELONGATED BOWL, 1-1/2"
DISCHARGE PIPE FLANGE.

ACCESSORIES - WATER CLOSET SUPPORT CARRIER RATED FOR 500 LBS.
BASIN - FIBERGLASS CONSTRUCTION, 24" DIAMETER x 36" DEEP, ANCHOR
FLANGE, CAST IRON OR STEEL PERFORATED COVER WITH OPENINGS FOR PUMP
BASE LUBRICANT.  PDI CERTIFIED, A.S.S.E. 1010 APPROVED FOR SEALED WALL
ELECTRICAL REQUIREMENTS - 120VAC INPUT

PISTON TYPE, PRE-CHARGED WITH 60 PSIG AIR,
WHAM (WP5-100), JOSAM (75000-S)
ENGLISH TISSUE BASKET STRAINERS WITH NEOPRENE STOPPERS.
INSULATION KIT - MCGUIRE
INSULATION KIT - PRE-MANUFACTURED FOR P-TRAP, STOP VALVES, AND SUPPLY
PIPE FLANGE(S), 2" VENT PIPE FLANGE, CONTROL AND POWER CORDS,
ACCESSORIES - SUPPORT CARRIER WITH TOP AND BOTTOM BEARING PLATES.
ACTION, WATER SAVING, 3/4" TOP SPUD, 2" OUTLET, ELONGATED RIM AND
RANGE ADJUSTMENT SCREW, CHLORAMINE RESISTANT MATERIALS, CHROME
SEAT - WHITE, EXTRA HEAVY, OPEN FRONT, INJECTION MOLDED SOLID
VOLTAGE WIRING, TRANSFORMER CAPABLE OF OPERATING UP TO 10 UNITS, LOW
GREASE-LUBRICATED SLEEVE OR BALL BEARINGS, CARBON AND CERAMIC SEAL.
INSTALLATION, RATED FOR 1-11 FIXTURE UNITS.